
HAND PRESS IMPULSE SEALERS

WRAPPING MACHINES

SPECIFICATIONS
MODEL   SmartVac PFS-400i
ELECTRICITY  0.6kW, 220V, Single Phase
DIMENSIONS  550 x 85 x 180mm high
WEIGHT   2.8kg
SEALING BAR  400mm
HEATING TIME  0.2 ~ 1.5sec

ORDER CODE  HSM1400

SPECIFICATIONS
MODEL   SmartVac PFS-200i
ELECTRICITY  0.3W, 220V, Single Phase
DIMENSIONS  320 x 80 x 150mm high
WEIGHT   1.8kg
SEALING BAR  200mm
HEATING TIME  0.2 ~ 1.5sec

ORDER CODE  HSM1200

SPECIFICATIONS
MODEL   SmartVac PFS-300i
ELECTRICITY  0.4kW, 220V, Single Phase
DIMENSIONS  450 x 85 x 180mm high
WEIGHT   2.5kg
SEALING BAR  300mm
HEATING TIME  0.2 ~ 1.5sec

ORDER CODE  HSM1300

SPECIFICATIONS
MODEL   SmartVac HWM-550
ELECTRICITY  0.75kW, 220V, Single Phase
DIMENSIONS  550 x 660 x 155mm high
WEIGHT   7kg
MAX ROLL SIZE  500mm

ORDER CODE  WMS0550

SPECIFICATIONS
MODEL   SmartVac HWM-430
ELECTRICITY  0.75kW, 220V, Single Phase
DIMENSIONS  430 x 660 x 155mm high
WEIGHT   5kg
MAX ROLL SIZE  380mm

ORDER CODE  WMS0430

FEATURES
Ÿ Body is manufactured from heavy duty painted steel
Ÿ Fitted with a timer control and a LED indicator light
Ÿ No pre-heating required
Ÿ Seals a variety of materials
Ÿ Light weight and portable
Ÿ Fitted with (4x) non-slip feet

FEATURES
Ÿ Body is manufactured from stainless steel
Ÿ Light weight and portable
Ÿ Fitted with (4x) non-slip feet
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VERTICAL SEALER
IDEAL FOR SEALING LIQUIDS

HORIZONTAL SEALER
IDEAL FOR SEALING DRY FOODS
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CONTINUOUS SEALERS

FEATURES
Ÿ This product nishes continuous carrying, sealing and printing in one operation
Ÿ Fitted with an electronic constant temperature control system
Ÿ Fitted with a stepless speed adjusting transmission mechanism
Ÿ Pure aluminum turbine box, polyoxymethylene gear and a high-power 80W copper core motor ensures high 

power, stable performance, low noise and high efciency
Ÿ Fitted with an emergency stop switch to stop quickly in case of emergency
Ÿ Fitted with a pure copper heating block - evenly heated and durable
Ÿ The machine  with embossing wheel and printing wheel as standardis supplied an a 
Ÿ The sealing width is 6-12mm, which can be adjusted manually
Ÿ Fitted with non-slip feet
Ÿ The Vertical continuous sealer allows you to package and seal liquids as well

SPECIFICATIONS
MODEL   SmartVac FR-880
ELECTRICITY  0.85kW, 220V, Single Phase
DIMENSIONS  860 x 420 x 350mm high
WEIGHT   19kg
SEAL WIDTH  6 ~ 12mm
OUTPUT   0 ~ 12m/min
TEMPERATURE RANGE 0 ~ 300°C
MAX LOAD  5kg

ORDER CODE  SMS0880

SPECIFICATIONS
MODEL   SmartVac FR-880-LW
ELECTRICITY  0.85kW, 220V, Single Phase
DIMENSIONS  860 x 420 x 350mm high
WEIGHT   20kg
SEAL WIDTH  6 ~ 12mm
OUTPUT   0 ~ 12m/min
TEMPERATURE RANGE 0 ~ 300°C   
MAX LOAD  5kg

ORDER CODE  SMS0880-LW

VERTICAL HORIZONTAL
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