
FRONT LOADING DISHWASHERS

FEATURES
Ÿ High-Capacity: Perfect for busy commercial kitchens, handling large loads with ease
Ÿ Advanced Cleaning: Features cutting-edge technology for spotless dishes and glasses
Ÿ Energy-Efcient: Optimizes water and electricity usage to reduce operational costs
Ÿ Durable Design: Built to withstand the demands of high-volume kitchens
Ÿ Easy Operation: Simple controls for quick, efcient use in fast-paced environments

FRONT LOADING DISHWASHER
SPECIFICATIONS
ELECTRICITY   3.6kW, 230V, 50Hz, Single Phase 
DIMENSIONS   600 x 600 x 820mm high
WEIGHT    80kg
MAX WASH HEIGHT  320mm
BASKET DIMENSIONS  500mm x 500mm
RACK PER/H (ACTUAL)  60 (50)
WASH CYCLE   60/90/120
WATER CONSUMPTION/WASH 3Lt
WASH TANK CAPACITY  25Lt
BOILER TANK CAPACITY  3.0Lt
WASH TEMPERATURE  55 to 60°C
RINSE TEMPERATURE  80 to 85°C
INLET WATER PRESSURE REQ 200 to 400kPa
INLET WATER TEMPERATURE 10 to 60°C
WASH PUMP   0.55kW
WASH TANK HEATING  2.0kW
RINSE BOILER HEATING RESISTOR 3.0kW

DRAIN PUMP   Yes
ORDER CODE DWS-CSG50C-DP   

DRAIN PUMP   No - Gravity Drain
ORDER CODE DWS-CSG50C   
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* WASTE POINT, NOT HIGHER THAN 100mm ABOVE FLOOR LEVEL IS REQUIRED FOR ALL GRAVITY DRAIN MODELS
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